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system configurations, including hand-held devices, multi-
processor systems, microprocessor-based or programmable
consumer electronics, network PCs, minicomputers, main-
frame computers, and the like. The invention may also be
practiced in distributed computing environments where
tasks are performed by remote processing devices that are
linked through a communications network. In a distributed
computing environment, program modules may be located
in both local and remote memory storage devices.

[0029] The exemplary hardware and operating environ-
ment of FIG. 1 for implementing the invention includes a
general purpose computing device in the form of a computer
20, including a processing unit 21, a system memory 22, and
a system bus 23 that operatively couples various system
components, including the system memory 22, to the pro-
cessing unit 21. There may be only one or there may be more
than one processing unit 21, such that the processor of
computer 20 comprises a single central-processing unit
(CPU), or a plurality of processing units, commonly referred
to as a parallel processing environment. The computer 20
may be a conventional computer, a distributed computer, or
any other type of computer; the invention is not so limited.

[0030] The system bus 23 may be any of several types of
bus structures including a memory bus or memory control-
ler, a peripheral bus, and a local bus using any of a variety
of bus architectures. The system memory may also be
referred to as simply the memory, and includes read only
memory (ROM) 24 and random access memory (RAM) 25.
A basic input/output system (BIOS) 26, containing the basic
routines that help to transfer information between elements
within the computer 20, such as during start-up, is stored in
ROM 24. The computer 20 further includes a hard disk drive
27 for reading from and writing to a hard disk, not shown,
a magnetic disk drive 28 for reading from or writing to a
removable magnetic disk 29, and an optical disk drive 30 for
reading from or writing to a removable optical disk 31 such
as a CD ROM or other optical media.

[0031] The hard disk drive 27, magnetic disk drive 28, and
optical disk drive 30 are connected to the system bus 23 by
a hard disk drive interface 32, a magnetic disk drive inter-
face 33, and an optical disk drive interface 34, respectively.
The drives and their associated computer-readable media
provide nonvolatile storage of computer-readable instruc-
tions, data structures, program modules and other data for
the computer 20. It should be appreciated by those skilled in
the art that any type of computer-readable media which can
store data that is accessible by a computer, such as magnetic
cassettes, flash memory cards, digital video disks, Bernoulli
cartridges, random access memories (RAMs), read only
memories (ROMs), and the like, may be used in the exem-
plary operating environment.

[0032] A number of program modules may be stored on
the hard disk, magnetic disk 29, optical disk 31, ROM 24, or
RAM 25, including an operating system 35, one or more
application programs 36, other program modules 37, and
program data 38. A user may enter commands and informa-
tion into the personal computer 20 through input devices
such as a keyboard 40 and pointing device 42. Other input
devices (not shown) may include a microphone, joystick,
game pad, satellite dish, scanner, or the like. These and other
input devices are often connected to the processing unit 21
through a serial port interface 46 that is coupled to the
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system bus, but may be connected by other interfaces, such
as a parallel port, game port, or a universal serial bus (USB).
A monitor 47 or other type of display device is also
connected to the system bus 23 via an interface, such as a
video adapter 48. In addition to the monitor, computers
typically include other peripheral output devices (not
shown), such as speakers and printers.

[0033] The computer 20 may operate in a networked
environment using logical connections to one or more
remote computers, such as remote computer 49. These
logical connections are achieved by a communication device
coupled to or a part of the computer 20; the invention is not
limited to a particular type of communications device. The
remote computer 49 may be another computer, a server, a
router, a network PC, a client, a peer device or other
common network node, and typically includes many or all of
the elements described above relative to the computer 20,
although only a memory storage device 50 has been illus-
trated in FIG. 1. The logical connections depicted in FIG.
1 include a local-area network (LAN) 51 and a wide-area
network (WAN) 52. Such networking environments are
commonplace in offices, enterprise-wide computer net-
works, intranets and the Internet.

[0034] When used in a LAN-networking environment, the
computer 20 is connected to the local network 51 through a
network interface or adapter 53, which is one type of
communications device. When used in a WAN-networking
environment, the computer 20 typically includes a modem
54, a type of communications device, or any other type of
communications device for establishing communications
over the wide area network 52, such as the Internet. The
modem 54, which may be internal or external, is connected
to the system bus 23 via the serial port interface 46. In a
networked environment, program modules depicted relative
to the personal computer 20, or portions thereof, may be
stored in the remote memory storage device. It is appreciated
that the network connections shown are exemplary and other
means of and communications devices for establishing a
communications link between the computers may be used.

[0035] The hardware and operating environment in con-
junction with which embodiments of the invention may be
practiced has been described. The computer in conjunction
with which embodiments of the invention may be practiced
may be a conventional computer, a distributed computer, or
any other type of computer; the invention is not so limited.
Such a computer typically includes one or more processing
units as its processor, and a computer-readable medium such
as a memory. The computer may also include a communi-
cations device such as a network adapter or a modem, so that
it is able to communicatively couple to other computers.

System Level Overview

[0036] A system level overview of the operation of an
exemplary embodiment of the invention is described by
reference to FIGS. 2A, 2B and 2C. The exemplary embodi-
ment is implemented in an wide-area networking environ-
ment 52 having a server computer, such as remote computer
49 and a user or client computer, such as local computer 20,
all of which are shown in FIG. 1 and described in the
previous section.

[0037] Fred’s Software Company has written a software
package named “CoolestApp” that runs as a “plug-in appli-



